





STANDARD SERIES

TILES &
MAX SERIES




SERIES
2 / 8 / 10 / 15 /16 MM 1/16, 5/16, 6/16, 9/16, 10/16 INCHES

Fixed height paving support pads

2 MM 8 MM 10 MM 15 MM 16 MM
1/16” 5/16" 6/16" 9/16" 10/16"

008
2y MINIMUM GAP U RUBBER
bM Material: transparent, rubber, black = High sound absorhing property
010 016
015
STACKABLE AND MODULAR @ HIGH RESISTANCE

Low height stackahle paving suppaorts. Highest possible weight resistance at over 2000 kg

(4400 Ibs).
%} FOR TILES




SPIRAL SERIES
10_50 MM 6/16 - 1 5/16 INCHES

Low height adjustable supports

10-17 MM 17-30 MM 30-50 MM
6/16-11/16" 11/16"-1 3/16" 13/16-1 15/16"

SELF LEVELLING

45 Automatically corrects slope up to 6%

N

Rubber shim
j LOW HEIGHTS
Lul]l] Height regulation starts from 10 mm (6/16")
Self levelling
@ HIGH LOAD RESISTANCE
Ultimate compressive strength 1900 kg (4188 Ibs]
Design compressive strength 800 kg (1763 Ibs)
Gap spacer
3or5mm r'irl HEIGHT REGULATION
1/8%cr 3167 Height regulationin 1 mm (1/16”) increments
TOP part EASY TO USE

Ex

Ready and easy to use
BOTTOM part

® FOR TILES %// FOR DECKING




STANDARD SERIES
30_420 MM 1 3/16 -16 9/16 INCHES

Versatile and durable for all
floating decks with pedestals

30-45 MM 45-70 MM 70-120 MM 120-220 MM 220-320 MM 320-420 MM
13/16-1 12/16" 112/16-2 12/16" 212/16-4 12/16" 412/16-8 11/16" 8 11/16-12 10/16" 12 10/16-16 9/16"

45° Automatically corrects slope up to 7%

Cross spacer
3orsmm

Joist adapter 4\ SELF LEVELLING

1/8" or 3/16"
Gap spacers /‘ VERSATILE HEIGHT RANGE
3or5mm .ml]l]l] Height regulation from 30 to 420 mm (1.2 - 16.5")
1/8”or 3/168”
Rubber shim
' @ HIGH LOAD RESISTANCE
Selflevelling Ultimate compressive strength 1000 kg (2204 Ibs)
. 1 HEIGHT REGULATION
Screw 3.93inch Easy height regulation with screw nut
ut - "I" COMPLETE SYSTEM
Wide range of additional accessories
Base @} FOR TILES %// FOR DECKING

6.96 inch




MAX SERIES
45_950 MM 1 12/16 - 37 6/16 INCHES

Advanced projects requiring
maximum capacity

45-75 MM 75-150 MM ; 150-350 MM" 350-550 MM 13 12/16-2110/16"
112/16-2 15/16” 2 15/16-5 14/16 5 14/16-13 12/16 550-750 MM 2110/15- 28 /16"

750-950 MM 29 8/16 - 37 6/16”

, SLOPE LEVELLING
Rubber shim A‘l5° 8% with slope corrector
6% with self leveling
Self evelling 7 WIDE HEIGHT RANGE
&ﬂ” 3 pedestals with wide height range
‘ 5.70inch @ FOR PROFESSIONALS
erew Ultimate compressive strength 1700 kg (3747 lbs)
Nut-serew _o,  WIND PROOF
2 Designed to withstand wind force
Base l‘x‘l BRACE SYSTEM
N MAX pedestals can be braced in applications where
additional stability is needed.
SleB 8.26 inch
carrector

® FOR TILES %// FOR DECKING
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COMPOSITES

www.castlecomposites.co.uk
sales@castlecomposites.co.uk

Castle Composites Ltd
Nisbet Way, Ravenstruther
Lanark ML11 7SF UK

+44 01555870019

+44 01555870003




